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THE ECHO I INFLATION SYSTEM 

By Dewey L. Clemmons, Jr. 

SUMMARY 

A study has been made t o  determine t h e  f e a s i b i l i t y  and select ion of a sub- 
liming compound t o  be used as an in f l a t ion  system f o r  t he  Echo I s a t e l l i t e .  
Primary considerations have been given t o  t h e  compatibility of such a system 
with payload weight l imitat ions,  storage i n  s a t e l l i t e ,  i n t e rna l  pressure 
requirements, and the  minimum length of time t h a t  t h e  in f l a t ion  need be sus- 
tained. Calculations a re  made t o  determine the  temperature var ia t ions  of the  
s a t e l l i t e  while i n  sunlight and shadow, the  deforming loads present i n  t h e  
environment of space, t he  e f f ec t s  of micrometeoroids with regard t o  holes punc- 
tured i n  the  s a t e l l i t e ,  t h e  method of select ing the  proper subliming compound 
as wel l  a s  t he  pressure time h is tory  and mass f l o w  r a t e  of t he  in f l a t ion  vapors. 

It can be generalized from t h i s  invest igat ion t h a t  subliming organic com- 
pounds lend themselves very wel l  t o  t he  i n i t i a l  i n f l a t ion  of large,  t h i n  w a l l ,  
spherical  configurations i n  o r b i t  above t h e  e a r t h ' s  atmosphere and pressure 
sustenance can be achieved f o r  periods of t h e  order of a few weeks. I n  par t ic -  
u la r ,  it w a s  found f o r  t h e  Echo I s a t e l l i t e  t h a t  (1) the  thermal response would 
be so rapid t h a t  a continuous sunlight o r b i t  would be required f o r  t h e  subliming 
compound t o  achieve maximum performance, (2)  t he  m a x i m u m  deforming loads would 
r e su l t  from t h e  s a t e l l i t e ' s  memory of i t s  o r ig ina l  folded configuration, 
( 3 )  micrometeoroid hole area would be produced a t  t h e  r a t e  of about 28.1 square 
centimeters per  day, and (4)  t he  in f l a t ion  and pressure sustenance requirement 
would be s a t i s f i e d  with 4.34 kilograms of benzoic acid and 9.18 kilograms of 
anthraquinone t o  maintain a pressure of about 10-3 t o r r  f o r  about 13 days for 
evaluation of t h e  s a t e l l i t e  a s  a passive communications relay s ta t ion .  

A comparison between t h e  predicted performance of t he  in f l a t ion  system and 
t h a t  in fer red  by experimental sca t te r ing  of microwave s ignals  by t h e  s a t e l l i t e  
i s  discussed. The referenced experimental evidence indicates  t ha t  t he  sphe- 
r i c i t y  of t he  s a t e l l i t e  began t o  degrade after a period of 6 t o  12 days a f t e r  
launch. 

INTRODUCTION 

The Echo I s a t e l l i t e  w a s  designed as an experimental, spherical ,  passive 
radio relay s t a t ion  t o  be placed i n  a c i r cu la r  o r b i t  around t h e  ear th  f o r  t he  
purpose of evaluation as a means of increasing worldwide communications. The 
advantages of such a s a t e l l i t e  a r e  t h a t  it permits t he  extension of t he  usable 
radio-frequency spectrum f o r  long-range communications between points  on t h e  



earth, as well as providing continuous surface coverage over the range of mutual 
visibility for transmitting and receiving stations. The frequency spectrum is 
extended by reflecting signals back to the earth that are of sufficiently high 
frequency to penetrate the ionosphere. The surface coverage is increased by 
virtue of the fact that the spherical reflector is an isotropic scatterer of 
electromagnetic radiation that will permit signal reception at all points on 
the earth's surface that are geometrically visible from the satellite. This 
is an improvement over the method of radio communication over long ranges by 
reflecting signals off the ionosphere where large voids remain in surface 
coverage between the points where the signal is reflected from the earth and 
ionosphere. 

The spherical shape of the satellite is advantageous for a number of 
reasons: 
control, (2) it permits the development of high stresses in the skin by an 
inflation gas without the occurrence of stress concentrations that would have 
to be reinforced by weight penalizing materials, and (3) the previously men- 
tioned isotropic scattering characteristic that affords equal opportunity for 
all stations to use the satellite as long as it remains mutually visible to 
sender and receiver. Since the satellite acts as a passive relay station, it 
has the capability of reflecting all frequencies simultaneously and eliminating 
frequency channel restrictions that would be imposed by an active repeater. 

(1) its spherical symmetry eliminates the need for any orientation 

It was determined that a satellite 30.48 meters (100 feet) in diameter 
would be compatible with presently existing research transmitting facilities in 
relaying voice communications over the range involved while maintaining suffi- 
cient signal strength to be received at the receiving stations. 
sphere was designed to be placed in a circular orbit 1668 kilometers above the 
earth's surface. 
imposed by the launching vehicle, it was required that the folded sphere and 
its inflation system weigh only 68 kilograms and fit inside a spherical con- 
tainer only 67 centimeters in diameter. 
13.6 kilograms. Once the payload was injected into orbit, it was programed to 
be separated from the last-stage spent rocket motor by a spring-loaded mecha- 
nism. 
mately 60 meters to exist between the rocket motor and payload container, the 
two container hemispheres were accelerated away from each other by means of an 
explosive charge. 

The large 

In keeping with the payload weight and size limitations 

The inflation compounds weighed 

After a sufficient time had elapsed for a separation distance of approxi- 

While conforming with the weight requirements, the inflation system was 
required to erect the folded configuration to a spherical shape and stress the 
skin so that no irregularities would remain that would distort the incident 
radio signals and maintain a minimum internal pressure for the 1- to 2-week 
test period necessary to evaluate the satellite as a passive radio relay 
station. 

Before this experiment there had never been an attempt to erect such a 
large, thin-wall structure in space. In the past, conventional methods uti- 
lizing bottled, compressed gas had been satisfactory for smaller, thicker 
walled, inflatable satellites where weight and storage of necessary quantities 
were not of prime consideration. In this application consideration was given 



to several aspects of the gas bottle method which included: 
the bottles required to store sufficient quantities of gas to erect and sustain 
the pressure during the test period, (2) the complications arising from attempts 
to store the bottle with the compactly folded satellite, ( 3 )  the danger of the 
gas leaking from the bottles during payload storage and transit that would cause 
the satellite to virtually explode when released in the vacuum of space and, 
(4) the complications involved in a method to actuate gas injection into the 
satellite at the proper time and at the proper rate. 
associated with these considerations leave a great deal to be desired in this 
method of inflation. A novel concept conceived for the Echo I inflation was 
based on the principle of subliming compounds that could be distributed 
throughout the inside of the sphere in a loose powder form in such a manner 
that it lends itself to the folding and packaging technique. The powders 
must be of such character that they can be induced to liberate vapors for 
erecting and maintaining inflation once the satellite is in orbit. 

(1) the weight of 

The obvious problems 

The purpose of this paper is to present an analysis of the factors affecting 
the erection and pressure sustenance of the Echo I satellite by using the subli- 
mation principle and to show, from this analysis, a method of selecting subliming 
compounds that w i l l  meet the requirements previously stated. Details are pre- 
sented with regard to the dynamic thermal response of the satellite, deforming 
loads, effects of micrometeoroids, selection of subliming compounds, pressure 
time history inside the satellite, and the rate of mass flow of vapors out of 
the satellite as a result of leakage. 

SYMBOLS 

2 area, cm 

thermodynamic constant, dimensionless 

earth's albedo, assumed 0.36 

thermodynamic constant, ?K-l 

a simplifying collection of terms, 3.64 x 103 -2- cm'2-sec'1 

solar radiation constant, 1.3953 x 10 6 ergs-sec-1-cm-2 

velocity of light in vacuo, 2.99776 x 1O1O cm-sec-l 

&, 

constant of integration, dynes-cm-2 

specific heat of the form y2 + z2T, erg-gm-l-?K-' 

diameter, cm 





heat-protection material. The 
lowest en t ry  ve loc i ty  f o r  which the en t i r e  volume of heat-protection material  i s  
consumed i s  defined as t h e  l imi t ing  velocity.  It i s  evident t h a t  the  change i n  
the  mass and drag of t he  vehicle introduced by t h e  flank losses  w i l l  have an 
e f f ec t  on the  l imi t ing  velocity.  

A payload i s  attached a t  the  rear of t h e  probe. 

The heat-input f’unction, from equation (2b) of reference 1, has the  form 

q = (Constant) prUsg(A) 

where q i s  the  heat t ransfer  per un i t  area, p i s  the  ambient a i r  density, 
U i s  the  vehicle velocity,  and g(A) i s  a f’unction of t h e  shape. The probe i s  
considered t o  enter  the  atmosphere a t  a speed so high t h a t  a s ingle  term with the 
form of the right-hand side of equation (1) can be used t o  represent the  heat 
input which i s  dominated by radiat ive t r ans fe r  a t  t he  high speeds t o  be considered. 

I n  reference 1 t h e  following special  choice of parameters w a s  made i n  the  
general form given by equation (1): 

r = l  

s = 3  

(Constant) g(A) = rl 

so t h a t  the  heat-input function has the  form 

Equation (2) expresses the  heat input per un i t  area of the  face as a f rac t ion  
of the f lux  of k ine t i c  energy of t h e  flow. The f r ac t ion  q i s  i n  r e a l i t y  not 
constant but depends on p, U, and the  geometry of the body. The quantity 7 
i s  t o  be t r ea t ed  as a constant i n  the present analysis  which mears t h a t  it repre- 
sents  an e f fec t ive  value typ ica l  of conditions during the  high-mass-loss pulse. 
Values of q are indicated i n  reference 2 f o r  a wide range of values of p, U, 
and shock standoff distance. 

q 

The motion equation used w a s  

5 



i n  which gravi ty  i s  neglected and the vaporized probe material i s  assumed t o  
leave with zero ve loc i ty  with respect t o  the probe. The ’velocit ies considered 
are so high t h a t  during the  time of high deceleration and high mass-loss rate the  
t r a j ec to ry  may be approximated as a s t r a igh t  l i ne .  Equation (3a) may be wr i t ten  
as 

By combination of the  equation of motion with the  heating r e l a t ion  (eq. (1)) 
the  following equation f o r  t he  s i ze  as a function of a l t i t u d e  w a s  derived as 
equation (3c) of reference 1 

where A i s  t h e  nondimensional length and 0 = l o g ,  p where p i s  the  a i r  den- 
s i ty .  The var iable  i s  proportional t o  t h e  a l t i t u d e  i n  the assumed isothermal 
atmosphere a t  constant acceieration 
re la ted  t o  the  ve loc i ty  through the  

- -  dA = 
dw 

The b a l l i s t i c  function f (A)  which 

of gravity.  Solutions of equation (4a) a re  
slope of the  in t eg ra l  curves by 

occurs i n  equations (3b) and (&a) i s  given by 

where 6 = mag/C$ i s  the  b a l l i s t i c  parameter 
height 

hS 
hs’ = 

where y i s  the  angle of t he  f l i g h t  path with 
i s  t h e  scale height 

and hs’ i s  the  generalized scale 

respect t o  the horizontal  and hs 

which i s  presumed constant. A prime concern of the  present analysis  i s  t o  eval- 
uate  the  influence on l imi t ing  ve loc i ty  of the  functions which are appro- 
p r i a t e  t o  the case of f i n i t e  m a s s  loss  on the  flanks.  

f ( A )  
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If an expression similar t o  equation (2) i s  wri t ten f o r  the heat input t o  
the  f lanks the  heat input per  u n i t  area i s  found t o  be 

c+ = qf g ~3s in30 ,  ( 5 )  

The ve loc i ty  used i n  equation (2) t o  obtain equation ( 5 )  i s  the  component of f ree-  
stream veloc i ty  normal t o  the  flanks. Because of the assumed uniformity of the  
d i f f e ren t  r a t e s  of ablat ion on the  f lanks and the face the blunted cone w i l l  
remain a blunted cone. The m a s s  l o s s  on the  f lanks w i l l  tend t o  decrease the  
s i ze  of the  face and the m a s s  loss  on the face w i l l  tend t o  increase the s ize  of 
t he  face. Equation of t he  heat capacity of the  mater ia l  t o  the heat inputs  on 
the face y ie lds  

and on the f lanks y ie lds  

so t h a t  

dY 3 - = E s in  BC 
dx 

where 

If the  face s ize  i s  held constant then 

9 = s i n  0, = E s i n  3 oC 
dx 

o r  

Relation (6a) suggests t h a t  the face must always grow since the weaker shock 
s t rength on the swept flanks implies t h a t  the  reversed inequal i ty  

7 



ac tua l ly  holds. 
does hold near ly  everywhere i n  the  pU-plane. 

The results of reference 2 indicate  t h a t  t h e  inequal i ty  (6b) 

Even for quite  blunt  cones t h e  heat t r ans fe r  t o  t h e  flanks,  as measured 
by 
r e l a t ive  s i ze  of vf and q w i l l  be discussed subsequently. 

qf,  must g rea t ly  exceed t h a t  t o  the  face i f  the  face i s  not t o  grow. The 

It w a s  shown i n  reference 1 that the  l imi t ing  ve loc i ty  U2 i s  given by 

f o r  heat inputs of the type defined by equation (2) where 

The function f ( h )  depends on the  parameter E i n  a w a y  which i s  indicated i n  
the  following discussion. Because the  probe remains i n  the  c l a s s  of truncated 
cones even with m a s s  loss on the flanks,  the b a l l i s t i c  function 
evaluated f o r  the cone with mass loss  on the flanks i n  terms of the function 
for the cone with mass l o s s  only on the face. Appropriate changes must be made 
i n  the  length parameter L and the  payload-fraction parameter p. The ablat ion 
on the  f lanks continuously reduces the length parameter L and increases the  
payload-fraction parameter p. Rewriting the  q = 0 Function, equation (4c) of 
reference 1, by priming t h e  quant i t ies  A, L except i n  D/2L, and p gives f o r  

f ( h )  may be 
f ( A )  

rlf > 0 

The right-hand side of equation ( 9 )  i s  t o  be used for t he  function 
in t eg ra l  of equation (8). 
t o  the  variable of integrat ion h which i s  based on the  fixed uni t  of length L. 

f ( A )  i n  the 
The primed var iables  of equation ( 9 )  must be re la ted  

The primed nondimensional length i s  expressed as 

A '  = (&)A 

8 



where the  var iable  

The size-parameter r a t i o  i s  given by 

f o r  

and the  new payload-fraction parameter p '  i s  given by 

Although f ( A )  
integrable i n  terms of elementary functions, the  integrat ions required for evalu- 
a t ion  of F(A) w i l l ,  for convenience, be performed numerically. 

The in t eg ra l  F(&-) depends parametrically on p, E, and D/L. I n  refer- 

as given by equation ( 9 )  is ,  as the  quotient of two polynomials, 

ence 1 the  r e s t r i c t i o n  of E = 0 
could be considered. With the  introduction of f i n i t e  values of E t h e  whole 
range of values of D/L i s  open t o  examination. The calculations which are t o  
be presented w i l l  show the l imit ing ve loc i ty  t o  be a monotonic increasing f'unc- 
t i o n  of the cone angle f o r  a given value of 
t i o n  of the r a t e  of heat t ransfer  t o  the  f lanks a s  measured by 

implied t h a t  only the  smaller values o f  D/L 

E and a monotonic decreasing func- 

qf. 

A s  qf increases from zero t o  r) ( o r  as E approaches 1) an in te res t ing  

l i m i t  appears. When vf = r) and &- = 1 

for 

9 
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and 

where 

u2 + a du I(.) = 1 S,' 1 - u3 + -(l+ CL au) 3 1 + a u  
1 - C L  

f o r  

u = l - A '  

On the  subst i tut ion of 

t =  1 - u  
1 + a u  

i n  equation (10) it i s  found t h a t  

c l o  

The l imi t ing  speed i s  thus independent of t he  cone angle so t h a t  all the cones 
have the  same l imit ing speed, t h a t  of a cylinder, with ze ro  f lank loss ,  which i s  
given by 

U12 = 4 a g 6 ) l o g e  cl 1 

The case qf = 

increasing the 
q thus marks the  boundary f o r  gains i n  l imi t ing  speed due t o  
cone angle. For q < 7 improvement on the  l imit ing speed of a f 

cylinder by increasing the  cone angle i s  possible. 

Whether the  desired low value of qf on t h e  flanks i s  l i k e l y  t o  ex i s t  
requires  investigation. It may be most conveniently discussed i n  terms of a 
veloci ty-al t i tude diagram such as t h a t  of f igure 2. 

The appearance of t h e  l i n e s  of constant q as indicated by the  normal shock 
r e s u l t s  of reference 2 i s  sketched i n  f igure  2. The form and posi t ion of t he  

10 
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contour l i n e s  are d i f fe ren t  for di f fe ren t  values of standoff distance and f i g -  
ure 2 i s  intended only as a qua l i ta t ive  sketch. The discussion assumes that the  
ve loc i t i e s  are high enough t h a t  t h e  dominant mode of heat t r ans fe r  t o  t h e  body i s  
through radiation. 

Consider a t r a j ec to ry  for which the  point 1 of f igure  2 i s  typ ica l  of condi- 
t i o n s  a t  the  peak-heating-rate condition. 
are f o r  normal shocks, t h e  conditions on t h e  f lanks of t h e  cone are roughly those 
behind a normal. shock at  a ve loc i ty  equal t o  t h e  normal component of t he  vehicle 
ve loc i ty  so t h a t  the  value of may be found by moving t o  lower ve loc i t i e s  i n  
f igure 2 without changing a l t i t ude .  The ve loc i ty  equivalence i s  expressed by 

Although the  indicat ions of f igure  2 

qf 

Uf = U s in  8, 

It may be seen immediately t h a t  for the  face condition 1 i n  f igure  2 a sweep 
angle suf f ic ien t  t o  put the  f lank normal ve loc i ty  at point 2 does not change 

whereas fur ther  sweep t o  point 3 does lower 
typ ica l  peak heating condition 1' the  same amount of sweep as moved t h e  e f fec t ive  
ve loc i ty  t o  point 2 without changing qf now does lower qf. 

qf 
For a smaller vehicle with the  '~f. 

I n  general, t h e  poss ib i l i t y  of gains i n  l imi t ing  veloci ty  by steepening of 
the  flanks depends on the  posi t ion of the  high-mass-loss region i n  the  velocity- 
a l t i t ude  plane. For the  l a rges t  vehicles  and highest ve loc i t i e s  there  seems t o  
be a l imited poss ib i l i t y  of achieving higher l imi t ing  ve loc i t i e s  by means of f lank 
steepening. Such vehicles are characterized by high-mass-loss regions with t h e  
typ ica l  point 1. For many other posi t ions such as point 1' there  i s  a greater  
poss ib i l i t y  of improvement i n  l imi t ing  veloci ty  or, a l te rna t ive ly ,  of higher pay- 
load fract ions.  Quantitative analysis  of t h e  p o s s i b i l i t i e s  w i l l  not be attempted 
i n  t h i s  paper. 

Probes With Curved Meridians 

The f a c t  t h a t  f o r  suf f ic ien t ly  low values of qf t he  cone o f fe r s  an improve- 
ment on t h e  cylinder suggests t h a t  a second-degree var ia t ion  of radius  with a x i a l  
distance may o f fe r  an improvement on t h e  cone. The use of a vehi- 
c l e  with a cusped nose w a s  suggested on page 265 of reference 3 under conditions 
of low m a s s  loss. 
second-order radius var ia t ion  on the  same l e v e l  of approximation as f o r  t he  cyl- 
inder and t h e  cone which correspond t o  zero and f i r s t -o rde r  radius var ia t ions,  
respectively.  I n  the  f i rs t  place, it can be sham t h a t  a probe with a second- 
order var ia t ion  of radius along the  axis w i l l  not r e t a i n  a second-order var ia t ion  
f o r  t h e  type of f lank heat input previously used (eq. ( 5 ) ) .  I n  t h e  second place, 
t he  f a c t  t h a t  the  slope i s  d i f fe ren t  at each axial s t a t ion  means t h a t  t h e  e f f ec t  
of sweep angle appears i n  es tabl ishing t h e  e f fec t ive  value of A n  averaging 
over slopes i s  thus required which lowers the l e v e l  of approximation of t he  anal- 
ysis .  Accordingly, only the simplest case w i l l  be considered. The simplest case 

(See f ig .  3 . )  

Immediate d i f f i c u l t i e s  appear i n  attempting an analysis  of 

qf. 

11 



i s  that of vf = 0 f o r  the limit of steep slopes D/L = m. The results t o  be 
obtained may be regarded as yielding a crude indication of t he  e f f e c t s  of axial 
mass d i s t r ibu t ion  of the  heat-protection material f o r  idealized and very favorable 
conditions. 

A section through the  axis of an axisymmetric probe with curved meridians i s  
given i n  figure 3 .  The shape of the  curved meridian has t he  form 

where the  nondimensional length i s  

The l imi t ing  veloci ty  U2 i s  given by equation (7) rewrit ten as 

with the  b a l l i s t i c  parameter given by 

I f  t h e  value of D/L i s  assumed t o  be large enough that C$ can be replaced i n  
the in t eg ra l  by 

equation (12) becomes 

where the upper l i m i t  has been given i t s  m a x i m u m  value t o  maximize the  in tegra l .  
The l imit ing veloci ty  thus depends, i n  this extreme case, only on the axial weight 
d i s t r ibu t ion ,  t h a t  is, on mag as a flmction of A. 

For t h e  probes i n  f igu re  3 t he  w e i g h t  i s  found t o  be 

12 



where p i s  the  payload fract ion.  Inser t ing  equation (14) in to  equation (13) and 
changing the  var iable  t o  z = 1-h gives 

C 

where 

If the  l imi t ing  ve loc i ty  of a cylinder (n = 0) i s  taken as the  u n i t ,  the  veloc- 
i t y  R i s  given by 

dZ 
1 - 2  2n+l 

C - 1  
2 2 n + 1  1 R =  

log, - 
P 

When the  denominator of the integrand of equation (16) i s  always given i t s  m a x i m u m  
value, unity,  a lower bound on R i s  establ ished as 

Thus R2 increases t o  i n f i n i t y  with n. The in t eg ra l s  of equation (15) are  
evaluated f n  the  appendix. 

NUMERICAL RESULTS 

Cones With Flank Losses 

The value of l imi t ing  ve loc i ty  f o r  cylinders (D/L = 0) w a s  indicated pre- 
viously i n  equation (ll) , which i s  



I n  presenting r e s u l t s  f o r  the  cones with ablat ing flanks,  the  value of indi-  
cated by equation (ll) w i l l  be used as a uni t .  This normalization of U2 has 
t h e  advantage of yielding a result  which i s  independent of AW/v. Values of U2, 
as indicated by equation (ll), f o r  p = l / e  To obtain 
values of U2 f o r  other  values of p, t h e  value of U2 obtained from figure 4 
f o r  t he  proper value of AW/q should be multiplied by 

U2 

are given i n  figure 4. 

1/8 
1/4 
l / e  
1/2 

I n  u n i t s  of t h e  cylinder ve loc i t i e s  indicated by f igure  4, t he  l imi t ing  
veloci ty  R 
indicated i n  figure 5 for four  values of p. The quant i ty  E i s  defined as 

f o r  cones with d i f f e ren t  half-angles and rates of f lank  loss  are 

1.412' 
1.497 
1.550 
1.598 

and the  l imi t ing  ve loc i ty  i s  expressed as 

where (U2)cyl i s  given i n  f igu re  4. The dependency of R on p i s  not (except 

f o r  E = 1) separable as i s  the  dependency of U2 on p f o r  t h e  cy l indr ica l  
shape. Hence a separate, but  s i m i l a r ,  set of curves i s  required f o r  each value 
of p. The curves of f igure  5 are monotonic, increasing with 8, so that 
peak R occurs f o r  8, = 90'. It should be real ized,  however, t h a t  E increases 
with €3, i n  real cases as the  shock strength on the  f lanks increases with Elc 

and approaches that of a normal shock f o r  8, = go0. Thus the  peak R w i l l  occur 
for each p 
t he  s o r t  of var ia t ion  t o  be expected i s  sketched as a dashed l i n e  i n  f igure .5(a). 
The values of R corresponding t o  a cone half-angle of 90' have the  character of 
absolute upper bounds, however, and are indicated i n  the  following t ab le  f o r  
convenience : 

and s ize  a t  a cone half-angle l e s s  than 90'. A qua l i ta t ive  idea of 

-- mL f o r  e, =-90° and E of - 
I v I-- - . -  . 

. 1/4 

1.344 
1.397 
I. 430 
1.457 

. .. 

1/2 _ _ _  . -. 

1 253 
1.278 
1.291 
1.302 
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For the pa r t i cu la r  value of AW/q = 30,000 Btu per pound, the peak G values 
associated w i t h  en t ry  at l imi t ing  speed are indicated i n  f igure  6. For other  
values of AW/q the  peak G value may be found by multiplying the values i n  
f igure 6 by 

30,000 

The decrease of peak G with increasing E may be regarded as due t o  the  
increase i n  the e f fec t ive  payload f r ac t ion  which r e s u l t s  from t h e  increase of 
f lank losses  w i t h  E. The e f f ec t ive  payload f rac t ion  at any ins tan t  i s  the value 
of of a zero-flank-loss vehicle which has the same instantaneous dimensions 
and the  same payload as t h e  actual f ini te-f lank-loss  vehicle. It w a s  shown i n  
reference 1 that lower l imi t ing  ve loc i t i e s  and a broader, lower G pulse result 
from l a rge r  payload ine r t i a .  

Representative G pulses associated with t h e  peak values of figure 6 are 
shown i n  f igure  7. The broadening e f f e c t s  of the  l a rge r  e f fec t ive  payload i n e r t i a  
are evident i n  each case f o r  increasing 8, and E. 

The location of t h e  point of peak G i s  indicated i n  f igure  8. The indi-  

For other values, the  posi t ions i n  f igure 8 should be sh i f ted  by the  
cated peak G posi t ions are f o r  a pa r t i cu la r  choice of values of w, L, and 
and hs'.  
amount 

L w 25,200 
loge(8 140 hs' ) 

where L i s  i n  f e e t ,  w i s  i n  pounds per cubic foot ,  and hs' i s  i n  fee t .  A 
posi t ive shift i s  toward zero LU ( l a rge r  densi t ies)  i n  f igure  8. The value of 
(u = log, p 
expressed i n  English uni t s .  Figure 8 may be used i n  combination with the  pulse 
shapes of f igure 7 t o  e s t ab l i sh  a l a rges t  vehicle which can survive entry. A 
vehicle of la rges t  s ize  i s  defined as t h a t  which has e s sen t i a l ly  completed i t s  
deceleration a t  sea level .  Sample calculat ions of t h i s  kind are  given i n  re fer -  
ences 1 and 4 f o r  vehicles  w i t h  no f lank losses  ( E = 0 ) .  

corresponding t o  sea level  i s  nearly -6 with t h e  m a s s  densi ty  

The t rends observed i n  f igu re  8 are more complex than those of the  peak 
values and pulse shapes ( f ig s .  6 and 7). 
complicated, the spread i n  posi t ion through t h e  e n t i r e  8, range does not exceed 
1.1 generalized scale  heights hs '  (one un i t  of LU equals one scale height hs) 
f o r  any E a t  any value of p. Through the  8, range a reversa l  of t rends 
occurs. A t  t he  lower values of e,, increasing values of E (higher f lank  
losses)  have an e f f ec t  that resembles an increase of i n e r t i a  f o r  t he  case of no 
f lank loss .  T h i s  i s  the i n e r t i a  e f f ec t  observed f o r  t he  peak G values and the  
pulse shapes ( f igs .  6 and 7). The peak G values thus occur at higher densi t ies .  
For t h e  steepest  f lanks,  and the  associated highest f lank losses ,  t he  consumption 

G 
Although t h e  var ia t ions  are somewhat 



,..I-..,, , .. ... 

of material on the f lanks i s  qui te  s ignif icant  and begins at higher a l t i tudes .  
The vehicle tends t o  be consumed e a r l i e r  and thus the  peak G occurs at lower 
densi t ies .  

I n  references 1 and 4 deceleration decay lengths i n  w w e r e  assigned t o  be 
measured f romthe  peak G point f o r  each shape. Values of decay length su f f i -  
c i en t ly  large t o  hold through the  l imited parameter range of references 1 and 4 
were used. 
and 8, values under consideration i n  t h e  present paper. 

A less a r b i t r a r y  approach seems required f o r  the  w i d e  range of E 

Since t h e  G pulses of f igure  7 extend t o  i n f i n i t y  before vanishing, t he  
end of t h e  high-mass-loss region may be conveniently defined i n  terms of t he  
point a t  which the  G value has dropped t o  a specified f rac t ion  of the peak 
value. The s ize  which puts  t h i s  point at  sea l e v e l  may then be defined as the 
bounding s ize .  

The value of bounding s i ze  i s  qui te  sensi t ive t o  the location of the  point 
chosen t o  define the  end of t he  G pulse. Consider, f o r  example, the  e f f ec t  of 
a s h i f t  of one-half of a scale  height i n  the a l t i t u d e  of t he  point at which a 
specified f r ac t ion  of peak G i s  attained. Such a shift means a change of L 
t o  1.651, and a change of L3 (or weight) t o  4.48L3. Furthermore, a def ini t ion 
based on the  decay of t he  G pulse may become inadequate when ve loc i t i e s  are 
considered. 

means a 41.4 percent higher veloci ty  a t  sea l e v e l  with no change i n  the  bounding 
s i z e .  

1 
2 

The l imi t ing  ve loc i ty  var ies  as iz so that  a change t o  - 7 

I n  f igure  9 are indicated the  a l t i t u d e s  at which the deceleration has f a l l e n  
t o  one-thousandth of t he  peak value. A s  indicated previously the  choice of one- 
thousandth peak G i s  somewhat a rb i t ra ry .  The deceleration a t  one-thousandth 
peak G i s  -1 g f o r  Awl7 = 30,000 Btu per pound. The corresponding ve loc i t i e s  
are -102 f e e t  per  second. 

I n  the t a i l  of the G pulse the  b a l l i s t i c  parameter has nearly the  same 
value as a t  in f in i ty ,  t h a t  i s  

where fm+ i s  f(&+), so t h a t  the values of LU f o r  values of G other than 
one-thousandth of the peak value may be found approximately from those of f ig -  
ure  9 by inversion of the  re la t ion  

The (0 s h i f t s  of t he  curves i n  f igure  9 w i t h  L, w, and hs' are given by 
the  same expression 
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of p, where p is related to FR, as seen in figure 7. The temperature is 
seen to vary over the range of 1080 C to l3Z0 C. 
entirely to the variation of the earth-reflected component of radiation since 
the direct solar and direct earth components are constant during sunlight 
conditions. 

This variation is attributed 

The coldest spot on the balloon w i l l  occur in an area where heat input is 
smallest and will be in an area of the surface that can neither "see" the earth 
nor the sun. The heat transfer to and from this coldspot is assumed to be 
entirely radiative since the material is so thin that conduction can be neg- 
lected. The heat radiated away from the coldspot surface can be written as 

( 13) Heat out = ( ~ i  + ~ ~ ) u T c , ~ ~  4 

since the shell is so thin that no appreciable temperature gradient can exist 
between the inside and outside surface. 
the inside of the satellite (because the outside surface is "looking" at the 
cold environment of sphce) and can be written as 

The heat input w i l l  come entirely from 

Heat in = qcfTSu - 4  

which is the quantity of heat received by all surface elements inside the 
spherical shell because of the internal radiative heat transfer (ref. 2). By 
setting equation (13) equal to equation (14), the coldspot temperature can be 
calculated with respect to the average temperature to give 

The hottest spot on the satellite will occur at a point where the sun's 
rays are normal to the surface since at this point the heat input is greatest. 
If only radiative heat transfer to and from this element of shell is considered, 
the heat output can be expressed as 

4 Heat Out = (Ei + GO)OTH, su 

The heat input at equilibrium can be expressed as 

where the first term describes the heat input to the inside surface and 
describes the input on the outside from direct solar radiation. 
equation (16) equal to equation (l7), the hotspot temperature can be calculated 
with respect to the average temperature as 

~ S C S  
By setting 







The second case considered is that o leaving the low-temperature env 
ronment of the earth's shadow and entering the sunlight. The equation for 
expressing the thermal response for this case is 

- 
T 

- 
TO 

The temperature increase as a function of time predicted by this equation is 
also plotted in figure 11. It w i l l  be noticed that the initial temperature for 
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Figure 11.- Predicted thermal response of Echo I a s  it enters  and leaves the ear th ' s  shadow. 

this curve was taken as the equilibrium or minimum temperature that could be 
attained in the shadow, the reason being to show the maximum time required 
for the satellite to reach thermal equilibrium after entering the sunlight. 
The curve shows a very rapid increase in temperature, that is, from -107' C to 
102' c in approximately 6 minutes. 
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In a circular orbit at an altitude of 1668 kilometers, the satellite 
It is seen (fig. 9) that travels at a rate of approximately 15' in 5 minutes. 

the reflected earth radiation does not begin to change the satellite tempera- 
ture until an angular distance of about 30° from the shadow has been 
reached. Therefore, it can be concluded that the satellite has reached thermal 
equilibrium with its environment after leaving the earth's shadow before the 
reflected earth radiation becomes appreciable. 
response of the satellite, it has been assumed that once the satellite has 
reached 108' C after leaving the earth's shadow, it remains in thermal equilib- 
rium with its sunlight environment. Hence, temperature increases in figure 11, 
shown subsequent to 5 minutes after leaving the shadow, are due to increased 
thermal energy input from the earth-reflected component as the satellite moves 
toward the sun while in an orbit where 6 

p 

Because of this rapid thermal 

is goo. 

In calculating these thermal-response characteristics of Echo I, the ther- 
mal mass of the inflation powders was not included. 
response curves may be considered a bit severe for the initial life of the sat- 
ellite, but they become more representative of the actual conditions toward the 
end of the test period when most of the powder has leaked out. 

The predicted thermal 

The temperature variations of the satellite have thus far been calculated 
for sunlight portions of its orbit (fig. 9) as well as for transitions in and 
out of the shadow (fig. 11). 
complete orbits. The particular orbits for which these calculations are made 
can be described by use of the circular orbit geometry seen in figure 5. 
culations were made for arbitrarily selected values of 6 
and 537.25O as seen in figure 12. When 6 equals goo, the most severe thermal 

Temperature predictions will next be made for 

Cal- 
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Figure 12.- Predicted variation of Echo I temperature as it tra- 
verses orbits where the normal to the orbital plane is inclined 
at various degrees to the earth-sun line. 
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excursions will be experienced because the maximum period of time will be spent 
in the shadow. The satellite will also pass directly between the earth and sun 
during this orbit and will attain the maximum temperature. 
decrease from 132' C to 108' C, seen to occur in the interval 
results from the decrease in earth-reflected radiation. When entering the 
shadow, the temperature decreases from 108' C to -107' C; whereas when leaving 
the shadow, the temperature increases rapidly to 108O C with more gradual 
increase in temperatures above 108O C and reaches 132' C again as it passes 
between the earth and sun. The variation of temperature around this orbit is 
from l32O C to -107' C or a change of 239O C. 
traversing the orbits of 6 equal to 60° and 40' are seen to be over a range 
of 254' C and 197' C, respectively. 
continuous sunlight orbits, however, the variation is maintained within the 
range 108O C to 122' C as indicated by the solid lines in figure 12. As 6 
decreases from 37.25OJ the variations in temperature over a complete orbit w i l l  
decrease and will become constant at about llOo C when 6 

The temperature 
0' 5 y 5 128O, 

The temperature variations while 

For all angles of 6 5 37.25 which are 

is 0'. 

These analyses have shown that the satellite will experience very large 
temperature variations when it passes through even the slightest portion of the 
earth's shadow as a result of its small thermal mass-to-surface area ratio. 
Continuous sunlight orbits, on the other hand, can be established with a rather 
wide degree of flexibility in that the normal to the orbital plane can precess 
within a solid angle of 
circular orbit, while the satellite will always remain in sunlight and experi- 
ence average temperature variations in the interval 108O C to 122O C. 
spot and coldspot temperatures for these conditions will vary in the interval 
124O C to 137O C and 102O C to 117' C, respectively. For these reasons, the 
Echo I satellite was launched into an orbit such that the satellite would 
remain in continuous sunlight for the first two weeks; thus the temperature- 
sensitive pressure-producing subliming compounds would remain effective for the 
duration of the test period. 

26 = 76O about the earth-sun line for a 1668-kilometer 

The hot- 

Micrometeoroid Impact and Penetration 

The Echo I satellite being constructed of such a very thin plastic film is 
expected to be highly vulnerable to micrometeoroid puncture. 
with sufficient energy will penetrate through the film and will make small 
holes through which the inflation gases and vapors can leak out. 

A l l  particles 

Until recently, meteor studies have been limited to photographic and radar 
echo techniques effective in detecting particles with a mass of about lom4 grams 
(ref. 4) or greater. With these techniques, the number and velocity can be 
measured directly while the mass and size can be inferred by some theoretical 
considerations. 
afforded the opportunity to perform micrometeoroid impact experiments outside 
the earth's atmosphere. 

In the past few years, rocket and satellite vehicles have 

The problem as to size and influx of meteoritic particles has been treated 
in reference 5 with the reservation in mind that the basis for extrapolating 
the distribution function is not supported by direct evidence. The influx 
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distribution was determined by beginning with the Millman point (that is, the 
total number of particles incident on the earth per square meter per second 
determined by Millman's visual observation) and taking the naked-eye threshold 
as fifth visual magnitude. 
factor of looo4 ( o r  2.512) per magnitude s-Gep. 
mined by taking the mass of a zero magnitude particle as 25 grams on the basis 
of the Harvard photographic meteor study (ref. 5) while assuming the mass 

' decreases by a factor of per magnitude step. This distribution is shown ' 
in figure 13 as the theoretical extrapolation. 

The influx of particles is assumed to increase by a 
The mass distribution was deter- 

Direct evidence from micro- 
meteoroid experiments as to the 
influx of particles with masses of 
the order of 10-9 grams or greater 
indicates that the influx distri- 
bution increases by a slightly 
higher factor of 10°-435 ( o r  
2.720) while the mass distribution 
factor is assumed to remain the 
same. This new factor is calcu- 
lated from the experimental 
extrapolation curve seen in fig- 
ure 13. It is interesting to note 
the nearness of this experimen- 
tally inferred value of 2.720 to 
that of the ever-occurring mathe- 
matical constant e (that is, 
e = 2.718). 

This curve was constructed by 
taking the Millman point and the 
1959 Eta panguard 11g (ref 6) 
data points as the most reliable 
points presently available; the 
Millman point was chosen because 
it comes from naked-eye observa- 
tions and the 1959 Eta point, 
because it has collected more data 
from a statistical point of view 

r ._.. Theoretical extrapolation 
~ Emoirical extrapolation 
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Figure 13.-  Comparison of theoretical values with 
satelli;te data for micrometeoroid mass and 
influx distribution. 

than any other satellite. 
figure 13, 1958 Delta pputnik III) (ref. 7) and 1958 Alpha [&plorer I3 
(ref. 8), the first agreeing somewhat with the theoretical extrapolation and 
the latter agreeing very well with the Millman - 1959 Eta extrapolation. . This 
agreement further increases the evidence of a higher influx rate than that 
assumed in the theoretical extrapolation. The satellite data used here were 

Two other experimental points have been plotted in 

Their apogee-perigee altitudes varied in the interval 300 to 2500 kilometers 
compared with a circular orbit altitude of about 1668 kilometers for Echo I. 
This variation is mentioned in light of the possibility that there may be some 
appreciable variation of influx with altitudes, possibly in orders of magnitude, 
although there is no evidence to support such a contingency. 
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An approach to the problem of estimating the rate of hole growth due to 
micrometeoroids striking the satellite can probably be most easily explained by 
use of table I (patterned after Whipple's table in ref. 5). 
the following meaning: 

The columns have 

@ - Visual magnitude of meteor is shown. 

@ - Mass, grams: The mass is assumed to decrease by a factor of looo4 
for each visual magnitude increase step. 
matically as 

This relation can be expressed mathe- 

for each visual magnitude in question. 

@ - Radius, centimeters: The radius of a particle of given mass is cal- 
culated by assuming a spherical shape and constant density. 
assumed to be 2.06 gm/cm3. 
siderations. 
tion of iron and stone. 
9 times as many stones as irons. 
1 iron is assumed, an average density of 4.07 @/em3 is calculated. 
reported (ref. 5) that evidence is extremely strong, although not conclusive, 
that the density of ordinary meteoroids is 0.05 gm/cm3. 
assumed as upper and lower density extremes, the average approximation is taken 
as 2.06 gm/cm3. 
can be expressed as 

The density is 
This density was calculated from a number of con- 

The recovered meteorites that have been analyzed show a composi- 
It has been reported (ref. 9 )  that there are from 4 to 

If an average composition of 6.5 stones to 
It is 

If these values are 

Therefore, the radius of a particle of any visual magnitude 

@ - Particle cross-sectional area, square centimeters: This number is 
the cross-sectional area of each particle size calculated from the radii given - 
in column @ and is seen to be 

A 

@ - Influx of micrometeoroids on the earth s surface per square meter 

For any visual magnitude, this 
per second: 
than that appearing in the line in question. 
number can be expressed as 

This number includes all particles of mass equal to or greater 

1, = 3.0480 x x 10°*4$57u 
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where the kinetic energy Ek 
15 kilometers/sec for those in the visual magnitude interval 20 to 31. 
the density of the film 
zation 
1.68 x 10-3 centimeters for particles of visual magnitude 31. 
means that all particles are capable of penetrating the 1.27 X 10-3-centimeter- 
thick poly Ethylene terephthalate] film. 
the 2,200 angstroms of vapor-deposited aluminum is assumed. By adding the rate 
of hole area contributions for each visual magnitude in column @, for lines 0 
to 31, it is found that holes will be made in the satellite at the rate of 
1.63 x square centimeters per second. The penetration depth, given by 
equation (7) , is based on a hole shaped in the form of a right circular cone 
with total apex angle of 600. If this shape is assumed to be a fairly accurate 
approximation of the hole shape actually produced, then it is easily seen that 
the particles with energies barely sufficient to penetrate but not pass through 
w i l l  not result in holes as large as their cross-sectional area. On the other 
hand, speculations have been made in this field that indicate a hole larger 
than the particle cross-sectional area will be produced by particles with 
sufficient energy to pass through the satellite wall and, in addition, that 
some of the more energetic ones may pass through the wall twice. These ques- 
tions and others have led to studies of high-velocity-particle impact phenom- 
ena. Thus far, micrometeoroid velocities have not been obtained in labora- 
tories. In view of the questions presently unanswered, an arbitrary correction 
factor of 2 is assigned to the calculated hole-growth rate; this factor gives 
3.25 X square centimeters per second which hereafter is taken as the hole- 
growth rate due to micrometeoroid bombardment in the Echo I satellite. 

of the particles is based on a velocity of 
If 

p '  is taken as 1.9 gm/cm3 and the heat to vapori- 
as 4.98 X lo9 ergs/gm, equation (28) gives a penetration depth of ( 

This result 

No micrometeoroid buffer action by 

Deforming Loads 

While experimentally evaluating the Echo I satellite as a passive radio 
relay station, it is necessary that its shape be well defined. The isotropic 
characteristic of the sphere eliminates any requirement for axial orientation. 
After the satellite is erected to its spherical configuration, there are four 
known sources capable of producing deforming loads of sufficient magnitude to 
warrant consideration: 
pressure as well as a dynamic pressure, (2) impinging micrometeoroids will 
produce a pressure, (3) the sun will develop a solar radiation pressure, and 
(4) the memory that the satellite retains of its folded condition can cause 
preferential deformation of the surface along fold lines. 

(1) The atmospheric molecules w i l l  develop a static 

Static atmospheric pressure.- The static pressure of the atmosphere up to 
an altitude of 700 kilometers is taken from reference 10. 
been made in the interval 700 to 2000 kilometers. The results can be seen in 
figure 14. 

An extrapolation has 

Dynamic atmospheric pressure.- The dynamic pressure under consideration is 
that pressure developed at the stagnation point. It is assumed that the 
mechanical interaction between the atmospheric molecules and the satellite is 
purely elastic. This assumption simplifies the analysis and results in a con- 
servative estimate in light of the objective, which is to show eventually that 
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the inflation and pressure sustenance system will be expected to keep the sat- 
ellite in a spherical shape for the 1- to 2-week test period. 
flow w i l l  exist at the altitudes of interest where the mean free path is of the 
order of hundreds of kilometers. Under these conditions the number of molecules 

Free molecular 

striking the satellite per unit SUP- 
face area at the stagnation point 
w i l l  be 

The momentum transfer of each of 
these molecules will be 2 m q ,  if the 
satellite velocity is assumed to be 
much greater than the thermal veloc- 
ity of the molecules. The time rate 
of change of the momentum w i l l  be 

( nvBt ) ) 
t 

This relation is recognized as the 
impulsive force from which the pres- 
sure or force per unit area can be 
written as 

where p is the atmospheric density. 
The satellite velocity for a circular 
orbit is 

t 

r- Micrometeoroid pressure 
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Figure 14.- Comparison of four sources of 
external pressure above 100 kilometers 
altitude. 

The densities up to an altitude of 
TOO kilometers were taken from refer- 
ence 4 and extrapolated from TOO to 2000 kilometers. 
densities and the velocities from equation (32) into equation (3l), the dynamic 
pressure was calculated and can be seen in figure 14. 
this figure that the static pressure is about one-hundredth that of the dynamic 
pressure above 600 kilometers. In a 1668-kilometer circular orbit, the dynamic 
pressure at the stagnation point is found to be 5.624 X 10-l-O torr. 

By substituting these 

It w i l l  be noticed from 

Micrometeoroid pressure.- The pressure resulting from the impingement of 
micrometeoroids on the surface of a satellite can be estimated on the basis of 
the number and size distribution of cosmic dust particles believed to exist in 
the earth's vicinity of space. It will be assumed that the impacting microme- 
teoroids are distributed uniformly over a plane surface normal to the direction 
of motion, have a uniform spatial distribution, and that the particles are 
stopped completely by the surface. The satellite velocity is neglected in 
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computing the momentum change of the particles since it is only about one-third 
the micrometeoroid velocities of 15 to 28 kilometers per second given in refer- 
ence 5. Based on these assumptions, the pressure resulting from this source 
can be computed from the time rate of change of the particles' momentum per 
unit of surface area which is 

The magnitude of can be determined by dividing column 7 in table I by 
half the Echo I surface area, can be taken directly from column @ in 
table I, and vu is obtained from reference 5. The pressure computed from 
equation (33) is 6.48 x 10-11 torr which is considered a maximum value appli- 
cable to Echo I from this source becase the particles all have sufficient 
energy to pass through the thin film used for fabrication; hence all their 
momentum w i l l  not be given up at the surface. This pressure is seen (fig. 14) 
to be independent of altitude and about one order of magnitude less than the 
dynamic atmospheric pressure at Echo I altitude. 

0 
mu 

Solar radiation pressure.- The solar radiation pressure is proportional 
to the normally incident energy flux 
1 astronomical unit from the sun. 
duced by this radiation is given in reference 11 as 

C s  taken as 1.395 X 106 ergs/cmP-sec at 
An equation for expressing the pressure pro- 

In the derivation of this equation, it was assumed that the solar energy was 
incident normal to the surface of a perfectly specular reflecting mirror. 
surface of the satellite approaches these conditions. 
point on the surface where the radiation is at normal incidence due to the sat- 
ellite's spherical symmetry, and although the vapor-deposited aluminum surface 
absorbs about 10 percent of the incident solar radiation, the pressure pre- 
dicted by equation (27) can be considered as an upper limit as a result of this 
source. From equation (9) it is found that the solar radiation pressure is 
6.91 X loe8 torr o r  123 times as great as the dynamic atmospheric pressure at 
an altitude of 1668 kilometers. This pressure is plotted as a constant in fig- 
ure 14 for futher comparison of the deforming pressures present in the environ- 
ment of space. 
greater than the dynamic atmospheric pressure above about 800 kilometers and 
greater than the static atmospheric pressure above about $0 kilometers. 

The 
There w i l l  always be a 

It is interesting to note that the solar radiation pressure is 

Memory of folds.- A s  the satellite is compactly folded and packaged into 
its 67.31-centimeter container, folding angles of 180° are made. The folds are 
all subjected to a 1-atmosphere loading during the packaging process by placing 
the folded balloon inside a plastic bag and evacuating the bag so that the 
external atmospheric pressure will compress it to a minimum size. This process 
yields the plastic film along the fold lines so that when the load is removed 
it is left permanently set. When the satellite is inflated, it w i l l  retain a 
memory of these folds unless the material is again yielded after the satellite 
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becomes spherical. 
produce an internal pressure large enough to stress the film skin to its 
8.96 x lo8 dyne/cm2 (ref. 12) yield point. 
payload weight limitations, the alternate solution of maintaining a positive 
internal pressure was employed. 

It would require about 38.96 kilograms of benzoic acid to 

Since this weight far exceeds the 

The critical buckling pressure of a smooth thin-wall sphere can be deter- 
mined theoretically from the equation 

taken from reference 13. If it is assumed that Echo I is such a smooth sphere, 
this pressure is found to be 2.28 X 10-3 torr, where the modulus of elasticity 
of the film was taken as 3.80 X 10” dynes/cm2 (ref. 12) and Poisson’s ratio 
was assumed to be zero. 

From this analysis of deforming loads, it c m  be seen that the critical 
buckling pressure of the Echo I satellite based on equation (35) is much 
greater than the deforming pressures present in the environment of space. How- 
ever, the memory effect of this satellite makes it imperative that a small skin 
stress be maintained to prevent the surface from collapsing. If it were pos- 
sible to remove the memory, the satellite would not require a sustained pres- 
sure to maintain sphericity nor would it be expected to buckle (on the basis of 
eq. (35)) until it had come down to an altitude of about 250 kilometers. 

INFLATION MEDIUM 

Considerat ions 

In the design of an inflation system for large, inflatable satellites, the 
prime considerations are that it be simple, lightweight, and reliable. The 
inflation system must be initiated after the satellite has been transported 
through the dense atmosphere of the earth inside a closed container and 
released in orbit into the vacuum of space. Past conventional methods of infla- 
tion have utilized compressed gas where the bottles and ejection system consume 
most of the inflation-system weight; the bottles, however, are susceptible to 
leakage and are difficult to store. A system based on the sublimation prin- 
ciple is investigated herein and is predicted to be quite satisfactory. 
this application no bottles are used and the inflation compound is distributed 
inside the sphere in a loose powder form in such a manner that it lends itself 
very well to folding and packaging techniques. 

In 

Careful consideration must be given to the amount of residual air that can 
be tolerated inside the packaging container yet outside the balloon, as well as 
the amount of air left inside the balloon. If the container were closed with 
1 atmosphere absolute pressure inside, the balloon would virtually explode when 
released in the vacuum of space. Appreciable moisture or other volatile con- 
densables inside the balloon would also result in rather explosive inflation. 
To prevent either of these occurrences, the container for the Echo I satellite 



was designed to maintain a vacuum. 
pressure of 1 to 3 torr could be tolerated inside the container without 
resulting in too rapid inflation as well as being low enough for the moisture 
content to evaporate and be pumped away during the evacuation process of the 
canister. This pressure is sufficiently high to prevent the low vapor pressure 
inflation compounds from subliming out of the folded balloon through the small 
holes placed in it to allow the water vapor and residual air to be pumped away 
during the evacuation. 
fices, placed in the sphere, 1.59 millimeters diameter, and located along the 
outside of each fold to allow air flow with a minimum amount of restrictions 
during the evacuation. 

It was determined experimentally that a 

There were 244 holes, hereafter referred to as air ori- 

These holes had a total area of 4.84 square centimeters. 
When it is necessary, as fn the case for Echo I, to maintain a pressure 

inside the satellite after inflation, the inflation system weight can be uti- 
lized more efficiently by using two subliming compounds. One of the compounds 
was used for generating a sufficiently high vapor pressure to break the 
unfolding loads and erect the balloon to its full size, and a second compound 
with a lower vapor pressure, under the same temperature conditions, to maintain 
inflation for the desired period of time. The lower vapor pressure compound 
will not be lost as fast through the air orifice and micrometeoroid holes in 
the skin as the more volatile, initial inflation compound; thus, less weight is 
required. 

The vapor pressure of a subliming compound in solid-vapor equilibrium 
varies according to the integrated Clausius-Clapeyron equation which is 

p = cfexp(-+) 

It w i l l  be noted from this relation that the equilibrium vapor pressure of the 
compound increases exponentially as its temperature increases linearly, the 
assumption being made, of course, that the latent heat of sublimation remains 
constant over the range of interest. This condition suggests that a subliming 
compound can be chosen with a low equilibrium vapor pressure at room tempera- 
ture (20' C) which will have a much higher equilibrium vapor pressure when 
the satellite is deployed in space and is subsequently heated from the direct 
solar, earth-reflected solar, and direct earth radiant heat input. As the 
temperature of the subliming powder inside the satellite rises, its vapor 
pressure will rise to such a point that the satellite begins to unfold. To 
compensate for volumetric expansion during inflation, the subliming powder 
Will act as a gas generator to maintain vapor pressure equilibrium. 

uum of space until it reaches full size will depend primarily upon the residual 
air left inside the satellite, the sublimation rate of the powder, and the 
mechanical forces required to unfold and erect the sphere. The rate of infla- 
tion resulting from the subliming of the powders is dependent on both the geo- 
metric cross section and the effective solar absorptivity of the satellite which 
are interdependent and do not lend themselves to any known degree of reliable 
prediction. The time that it takes for inflation, however, can be determined 
with a fair degree of accuracy by experimental methods. 

The rate of inflation from the time the satellite is released in the vac- 



Radar signals returned from the inflating sphere will display a high 
degree of scintillation while inflation is occurring. Once the inflation 
motion ceases, the radar return should exhibit no scintillation after it has 
been corrected for any periodic low-frequency satellite spin scintillation. 
These data will give a fair approximation as to the degree of inflation by 
estimating the geometric cross section fromthe radar cross section. The accu- 
racy of this method increases with degree of inflation and should be excellent 
at 100-percent inflation. 

Even though the transient inflation is governed by a number of interde- 
pendent parameters that do not lend themselves to current theoretical analysis, 
the fully inflated state can be investigated by a rather straightforward method. 
The internal pressure required.for a thin-wall spherical satellite is deter- 
mined from the desired stress level in the skin and can be calculated from 

If the internal pressure required and the temperature environment in which the 
subliming compound must function are known, a compound can be selected that best 
satisfies these conditions. 

There are perhaps four potential sources of pressure generation that are, 
to a large extent, inherently associated with an inflatable structure of this 
nature that should be considered. 
pheric gases left inside the sphere during packaging, (2) desorbed gases from 
the fabrication material, ( 3 )  thermal radiation within the sphere, and (4) the 
vapor pressure of the fabrication material. 

These sources are (1) the expanded atmos- 

The expansion of the free atmospheric gas can be computed from the volu- 
metric expansion during inflation by assuming an isothermal transition to give 
maximum residual pressure. 
a factor no less than 1.3 x 105 with a resulting pressure no greater than 
2.31 X 10-5 torr 'based on an initial pressure of 3.0 torr. 

The volume inside the Echo I sphere increases by 

Atmospheric gases and vapor (adsorbates) attached to the inside surface of 
the packaged sphere may be partially or completely desorbed when the satellite 
is released in space, inflated, and heated. Adsorbates are usually assumed to 
be attached to the surface of solids by nonspecific forces of attraction between 
gas and solid such as Van der Walls forces that give rise to physical adsorption 
and by chemical bonds formed between the gas and solid generally referred to as 
chemisorption. As a general rule when the adsorbates are below their critical 
temperature, multilayer adsorption takes place through both physical and chemi- 
calbonding whereas at higher temperatures chemisorption only occurs and is 
usually limited to monolayer thickness. 
vapor is the only adsorbate present in the atmosphere during satellite prepara- 
tion that has a critical temperature greater than normal room temperature (that 
is, 20° C), it will be most susceptible to the more consequential multilayer 
adsorption. It has been further observed through the study of the isothermal 
adsorption characteristics of adsorbates that, generally, monomolecular, adsorp- 
tion prevails at pressures of 0.1 or less than that of saturation, whereas 
multilayer adsorption prevails at higher pressures and increases with increasing 

(See ref. 14, ch. IX.) Since water 



pressure until saturation is reached. For lack of a 
more quantitative approach to predicting the adsorption and absorbate charac- 
teristics of the solids and adsorbates in question, a prediction is made on 
the qualitative analysis presented. 

(See ref. 14, p. 519.) 

The partial pressure of water vapor inside the Echo I canister must be 
less than the 1 torr to 3 torr absolute pressure permitted which is approxi- 
mately 0.1 of the 17.5-torr saturation pressure; this requirement places it in 
the monomolecular adsorption region. 
desorption of these adsorbates can be expressed as 

The pressure increase resulting from 

- Nk'T P-- 
VB 

where N is the total number of molecules desorbed. If the monomolecular 
covering power of water vapor is taken as 5.27 X 1014 

p. 36), equation (38) can be rewritten as 

(ref. 15, 
cm2 - monolayer 

per monolayer of desorbed water where j is the ratio of microscopic surface 
area to apparent surface area. Since the plastic film is a continuous sheet 
essentially free of pinholes (ref. 12, p. 2,293) w i l l  be taken as 1.0 and 
the pressure inside the Echo I sphere produced by a monolayer of desorbed water 
vapor will be 4.0 X 10-5 torr. 

j 

The pressure produced inside a thin-wall spherical shell as a result of 
the inherent emission, absorption, and reflection of thermal energy from its 
surface can be calculated by use of equation (34) .  
fying the computation, the spherical shell is assumed to be at thermal equi- 
librium with its environment with an isothermal temperature prevailing over 
the entire surface. Radiation interaction inside the sphere can be assumed to 
be radially syrmnetric over the entire surface and producing a uniform pressure 
outward, and the radiation emitted from the outside is assumed to be radially 
symnetric over the surface and producing an inward pressure acting against the 
pressure produced within. 
expressed as 

For the purpose of simpli- 

The pressure produced on the inner surface can be 

2€pT 4 
Pi = 

C 

where the factor of 2 accounts for the fact that thermal energy is absorbed at 
the same rate that it is emitted at equilibrium. 
pressure produced on the outside surface is 

The uniform and symmetric 
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Figure 10.- Limiting velocity of i n f i n i t e l y  shallow probes with zero f lank lo s s  as a function of 
the power of the var ia t ion of radius with a x i a l  distance.  
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